Operation/Sound Explanations

The Bowser All Electric PCC Street Car Sound Decoder is set up differently than most locomotives you may have used. This decoder
has been made to have the model sound and operate just like the real car under normal operating conditions.
DCC Function Summary For Bowser All-Electric PCC
Your Bowser ESU-Sound-Equipped model PCC car is equipped with the following sounds and effects, most of which are
self-explanatory.
Functions 0, 3, 4 and 5 are “latching” functions. This means that one button depression turns the effect on and the next button
depression turns the effect off.
Function 2 is a momentary function in some command systems. Depress the button for as long as you wish to hear the resilient wheel
groan. In other command systems, it is also a latching function similar to the lights above.
Function 6 is the motor-generator (MG) set, which on the prototype car must be running or the car will not operate. When shutting
down the car and the MG set sound is running, depress the function 6 button and the MG set will go into a shutdown mode. When
starting up the car, depress the function 6 button and the MG set will go into a start-up mode. Of course, modelers may decide to
leave the sound on at all times.
Functions 7 and 9 are automatic start-stop sequences controlled by “latching” functions. In both cases when the appropriate button is
depressed, the car will decelerate to a stop and the brake lights will illuminate. When the appropriate button is depressed, the brake
lights will go out and the car will begin acceleration to the original speed. When Button 7, Passenger Stop, is activated, first sound
heard is the Passenger Stop Request signal; the car decelerates to a stop and then there is the sound of the doors opening. When the
button is depressed again, the brake lights go out; the sound of the doors closing is heard; there are the mandatory two gongs and the
car resumes acceleration. Function 9, Normal Vehicle Stop, has no sounds at all connected with it. Function 8 When first put on the
track the Sound is off. Turning on F8 will allow ALL Sound functions to play. The individual sounds of doors opening and closing are
available at Function 10 and the Passenger Stop Request Signal is available at Function 11. They are both “latching” functions.

Analog DC Operation

To get the full benefits of the ESU LokSound digital sound decoder installed in the car we recommend that you use DCC. But, we
understand that DCC is not for everyone. For those wishing to use the Bowser PCC Streetcar on DC layouts there is no problem. You
will still hear the car accelerate and move across your layout. Please keep in mind that the starting voltage is higher on a DC layout for
items containing a DCC sound decoder than those items designed for DC operation.

Recommended DCC only decoder

21MTC Decoder

